
高速调直切断机   High speed wire straightening and cutting machine

Technical parameters
Rib wire diameter: 3-10mm Straightening tolerance: ≤2mm/m
Material: HRB335 hot rolled steel rod; Cut-lo-length tolerance: ≤2mm With 
deformed and plain wire approximate switch
Speed: max. 160m/min Total power: 15kw
Cutting length: 1-12m Total weight: 3000kg
Cutting way: flying wheel Machine size: 17m*2m*2m (L*W*H)

技术参数

钢筋直径：3-10mm
调直误差： ≤2mm/m

材质：HRB335热轧钢筋，带肋钢筋或
切断长度误差：≤2mm，接近开关控制

圆钢
总装机功率：15kw

速度：160m/min
设备总重量：3000kg

剪切长度：1-12m
设备尺寸：17m*2m*2m (L*W*H)

剪切方式：飞锯

描述：

由安博尔自主研发的高速调直切断机适合于盘元、热轧盘罗、冷轧带肋钢筋的调直与切

断，具有不伤肋、无划伤、定尺准、无短节，直线度好,纵径不扭,强度损失小，操作方便，

生产效率高等优点。本机主要由放线盘、调直机主机（双牵引，链条传动）飞锯切断机，

配电柜、12米料架组成。

Description:
The high-speed straightening and cutting machine designed by Anber machine is 

suitable to straighten and cut coil wire, hot rolled bar, cold rolled ribbed steel, it won't 
scrab the  rib, and less cutting tolerance, good straightness, easy operation and high 

efficiency. This machine is mainly  composed of pay-off , straightening machine 

(double traction, chain drive) flying wheel cutting machine, electric cabinet, 12 meters 

collect rack.

Address: NO. 525, Jindong Road Jinxi Industrial Zone, Kunshan, Suzhou city, China.

Web: www.wireweldingmachine.com ; www.china-anbermachine.com

Tel: (+86)-510-88239310/88239309  Fax: (+86)-510-88236613  

Email: sales@anber-inc.com
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